E—"T E ST Testing instruments for quality control

INSTRUMENTS

Quick guide how to connect a Textest instrument with a PC/Laptop
10/2020

1.) Connect your PC/Laptop with the instrument. Use a straight Ethernet cable.

2.) Switch on the instrument and PC/Laptop
3.) Open the Windows Control Panel

2.) Open control panel

1.) Click once with right
mouse button
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4.) Open the menu Network Connections
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Position, Kamera
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5.) Atthe Control Panel, click Network and Sharing Centre.
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Einstellungen

Startseite

Netzwerk und Internet
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Status

Ethernet

DFU

VPN

Datennutzung

Proxy

Status

Netzwerkstatus
Ethernet
texdom.local

Sie sind mit dem Internet verbunden.

Wenn Sie Uber einen eingeschrénkten Datentarif verfugen,
konnen Sie dieses Netzwerk als getaktete Verbindung
festlegen oder andere Eigenschaften dndern.

Verbindungseigenschaften dndern

Verfugbare Netzwerke anzeigen
Netzwerkeinstellungen éndern

@ Adapteroptionen andern

Zeigt Netzwerkkarten an und andert Verbindungsei

% Freigabeoptionen
Legen Sie fast, was in den Ne
denen Sie eine Verbindung herst

en freigegeben werden soll, mit
A Netzwerkproblembehandiung

Diagnostiziert und behebt Netzwerkprobleme.
Netzwerkeigenschaften anzeigen
Windows-Firewall
Netzwerk- und Freigabecenter

Netzwerk zuricksetzen
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6.) Click on Change adapter settings
/

;: Netzwerk- und Freigabecenter

4+ E.: > Systemsteuerun Alle Systemsteuerungselernente »  Metzwerk- und Freigabecenter

: Grundlegende Informationen zum Netzwerk anzeigen und Verbindungen einrichten
Startseite der Systemsteuerung

Aktive Metzwerke anzeigen
Adaptereinstellungen dndern

Erweiterte texdom.local Zugriffstyp:

Internet
Freigabeeinstellungen dndern

Doménennetzwerk Verbindungen: T Ethernet

Metzwerkeinstellungen dndern
‘E. Meue Verbindung cder neues Netzwerk einrichten
-,

Breitband-, DFU- oder VPN-Verbindung bzw. Router eder Zugriffspunkt einrichten.

@ Probleme beheben

Metzwerkprobleme diagnostizieren und reparieren oder Problembehandlungsinformationen
abrufen,

7.) With the right-hand mouse button, click on LAN-Connection. Make sure, this is the network
port which connects the instrument. Click on Properties.
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7.) Select Internet Protocol Version 4 (TCP/IPv4) and click on Properties.
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Diese Verbindung verwendet folgends Elemente:
M7 7% Client fur Microsoft-Netzwerke:
|

Installieren.

Beschrebung

TCP/IP, das Standardprotokal fir WAN-Netzwerke, das den
Datenaustausch uber verschiedene, miteinander verbundene
Netzwerke emagich
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Klicken Sie hier, um die Updates dber Windows Update
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8.)

10.)

Click on Use the following IP-address and enter your IP-address, e.g. 192.168.1.1. The
first three numbers must be identical with the IP-address of your instrument. If you connect
the instrument with your local LAN network, the first three numbers must be identical with
the IP-address of your server. The last number, however, must be different from the last
number of the IP-address of your instrument. If your network system is being operated by
a DHCP server, you may as well select Obtain an IP-address automatically.

-
Eigenschaften von Intemnetprotokell Version 4 (TCPB/IPv4) @lﬂ_hj

Allgemein

FIrSt th ree IP-Einstellungen kinnen automatisch zugewiesen werden, wenn das Last num ber
num berS \ Netzwerk diese Funktion unterstiitzt. Wenden Sie sich andernfalls an /

den_ Netzwerkadministrator, um die geeigneten IP-Einstellungen zu ’f

(@) Folgende IP-AdreS g

IP-Adresse: 192 . 168 . 1
Subnetzmaske: 255 , 255 , 255, 1
Standardgateway:

DNS-Serveradresse automatisch beziehen
(@) Folgende DNS-Serveradressen verwenden:

Bevorzugter DNS-Server:

Alternativer DNS-Server:

|| Einstellungen beim Beenden tberpriifen

[ OK ] [ Abbrechen ]

%

Confirm with OK and close the Windows Control Panel.

On the instrument, select the menu Settings. Login as Supervisor and select the menu
Network. Make sure, DHCP mode is disabled (unless you want to connect the instrument
with a DHCP server). Enter your static IP-address. Make sure, the first three numbers
are identical with the IP-address of your PC/Laptop. The last number must be different. In
case you are connected to your LAN network, make sure the last number is not already
used by another client (e.g. printers, computers....). Confirm with OK and return to the
menu Standby.

~ Network
DHCP Disabled n x
IP Address 192.168.1.2 "
Subnet Mask 255.255.255.0 “
Gateway 10.198.1.1 ‘ i
MAC 00:0C:C6:77:5A:A0

Ok
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11.) Open your webbrowser and enter the IP-address of your instrument in the address bar.
You are now being connected with the evaluation software. Further information can be
found in the operating instructions.

IP-address of your
instrument

& http://192168.1.2/
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